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EN � TRANSLATION OF THE ORIGINAL INSTALLATION AND OPERATING MANUAL

 � Space for Reset 
Code

IMPORTANT INFORMATION:
The first fingerprint swiped over the scan-
ning area is saved as the administrator. 
Initial operation only by the person who is 
to be assigned administrator rights!

Download the current 
manual:
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Information on the product:
Serial No.: See the title page of the installation and operat-
ing manual (if applicable warranty label).

Year of manufacture: from 32 / 2022

Information on the Installation and Operating Manual
Version of the installation and operating manual:  
ENTRAsys-plus-FD-UP-AP_S11215-00001_342022-0-DRE_Rev-D_EN

Warranty
The warranty complies with statutory requirements. The 
contact person for warranties is the qualified dealer. The 
warranty is only valid in the country in which the device 
was purchased. There is no warranty for consumables 
such as batteries, accumulators and safety products or 
light bulbs. This also applies for wear parts.

Contact data
If you require after-sales service, spare parts or acces-
sories, please contact your specialist retailer, installer or 
contact:

SOMMER Antriebs- und Funktechnik GmbH
Hans-Böckler-Str. 27 
73230 Kirchheim unter Teck

Germany
www.sommer.eu 
info@sommer.eu

Copyright and proprietary rights
The manufacturer retains the copyright for this Installation 
and Operating manual. No part of this installation and 
operating manual may be reproduced in any form without 
the written permission of SOMMER Antriebs- und Funk-
technik GmbH or processed, copied, or distributed using 
electronic systems. Violations of the specifications above 
will lead to claims for damages. 
All brands mentioned in this manual are the property of 
their respective manufacturer and hereby recognised as 
such.
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1.3 	 Description of the product type
This product is a radio transmitter unit for the activation of 
radio receivers with verification of identity and authorisa-
tion. It has been constructed according to state-of-the-art 
technology and recognised technical regulations. 

The following models are available:

Housing:
•	 Flush-Mounted
•	 Surface-Mounted
•	 Core module (for doors, posts, panels)

1.4 	 Target groups of the Installation and 
Operating Manual

The installation and operating manual must be read and 
observed by everyone assigned with one of the following 
tasks or using the device:

•	 Installation
•	 Initial operation
•	 settings
•	 usage
•	 care and maintenance
•	 testing
•	 troubleshooting
•	 disassembly and disposal

1.5 	 Explanation of warning symbols 
and notes

The warnings in this installation and operating manual are 
structured as follows.

Hazard 
symbol

  SIGNAL WORD
Type and source of hazard
Consequences of the hazard

	► Preventing/avoiding the hazard

The hazard symbol indicates the hazard. The signal word 
is linked to a hazard symbol. The hazard is classified into 
three classes depending on its danger level: 

1.1 	 Storage and circulation of the Instal-
lation and Operating Manual

Read this Installation and Operating Manual carefully and 
completely before installation, commissioning and oper-
ation and also before removal. Follow all warnings and 
safety instructions.

Keep this Installation and Operating Manual accessible at 
all times at the place of use.

A replacement for the installation and operating manual 
can be downloaded from SOMMER Antriebs- und Funk-
technik GmbH at: 
www.sommer.eu

During the transfer or resale of the product to third parties, 
the following documents must be passed on to the new 
operator:

•	 this Installation and Operating Manual
•	 documents recording retrofitting and repairs
•	 proof of regular care, maintenance and testing
•	 Declaration of Conformity and Handover Report

1.2 	 Important for translations
This original Installation and Operating Manual was written 
in German. The other available languages are translations 
of the German version. You can get the original Installation 
and Operating Manual by scanning the QR code:

http://som4.me/orig-entrasys-plus-revd

For other language versions, see:

www.sommer.eu

1.	 About this Installation and Operating Manual
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2.2 	 UKCA Declaration of Conformity
SOMMER Antriebs- und Funktechnik GmbH

Hans-Böckler-Straße 27
7330 Kirchheim unter Teck

Germany

hereby declares that the products designated below, when 
used as intended, comply with the essential requirements of 
the Radio Equipment Regulations 2017 and that, in addition, 

the standards listed below have been applied.

DIN VDE 0620-1 2016-01

EN 62368-1:2016-05 + 
AC:2015

2016-05

EN 62479:2011 2011-09
ETSI EN 300 220-2 
V3.2.1

2018-06

ETSI EN 300 328 
V2.2.2

2019-07

ETSI EN 301 489-1 
V2.2.3

2019-11

ETSI EN 301 489-3 
V2.1.1

2019-03

Product Article No.

ENTRAsys+ S10998
S11186
S11014

The product was imported into the United Kingdom by
SOMMER Doco

Unit B3 Elvington Industrial Estate
Elvington

York
YO41 4AR

Kirchheim unter 
Teck
05.09.2022  i.V.

Jochen Lude
Responsible for documents

2.1 	 Simplified Declaration of Conformity
SOMMER Antriebs- und Funktechnik GmbH hereby 
declares that the radio system (ENTRAsys+) complies with 
Directive 2014/53/EU. The full text of the EU Declaration of 
Conformity for the radio system can be found at:

som4.me/mrl

2.	 Declarations of Conformity
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4.1 	 Application examples

...

With the transmitter unit, you can send radio commands to a radio receiver. Depending on the actuator connected, these 
commands trigger a specific event (e.g open a garage door, a house door etc.). A previously programmed fingerprint 
serves as authentication for transmission of the radio command. This means that only authorised persons can trigger the 
desired action.

4.	 Description of function and product
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ENTRAsys+ AP

5
6

1
3

2

4

1 ENTRAsys+ upper housing section with 
core module and bottom housing section

2 AA batteries (4 pcs)

3 Faceplate with stainless-steel trim

4 Installation bag for small parts

5 Installation and Operating Manual

6 Sticker with reset code

4.4 	 Scope of delivery

ENTRAsys+ FD

2

3

4

51

1 ENTRAsys+ core module

2 Faceplate with stainless-steel trim

3 Installation and Operating Manual

4 Installation bag for small parts

5 Sticker with reset code

ENTRAsys+ UP
2

3

*
1

4

Flush-mounted 
box not 
included in 
the scope of 
delivery

1 ENTRAsys+ 

2 Installation bag for small parts

3 Installation and Operating Manual

4 Sticker with reset code

4.	 Description of function and product
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4.5 	 Dimensions
ENTRAsys+ FD ENTRAsys+ UP
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ENTRAsys+ AP
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Radio receiver ENTRAsys+ RX

60

33,8

17
,5
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0

 

4.	 Description of function and product
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4.6 	 Technical data
Core module ENTRAsys+ FD UP AP

Supply voltage 12 V AC / 8 - 24 V DC 4 x AA batteries 1.5 V 
Max. current consumption (at 12 V 
DC) 33 mA

Operating temperature range  - 20 °C ...  65 °C  - 20 °C ...  55 °C

IP protection class IP65 IP54

Memory capacity 50 to a max. of 80 fingerprints* 
including a max. of 9 administrators*

Radio commands  Max. 4

*�The number of characteristics varies from fingerprint to fingerprint. Fingerprints with a large number of characteristics take up more 
memory space. 

Radio receiver ENTRAsys+ RX

Supply voltage 12 V AC / 8 - 24 V DC

Max. current consumption 14 mA

Max. switching capacity 2.5 A  AC / DC

Memory locations 112

Radio frequency 868.95 MHz (SOMloq2)/ 868.8 MHz (Somloq Rollingcode)

Pulse duration
3 s (factory setting - can be changed via SOMlink) 

Toggle optional  
Timer optional (can be set via SOMlink)

Door opener contact (potential-free) connectible

Door opening pulse (non-floating) 6 ... 24 V AC / DC connectible

Radio (core module and receiver)
Encryption 128 bit AES

Number of possible commands
Finger scanner 4 commands

Receiver, 1-channel
Radio range approx. 50 m

4.	 Description of function and product
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6.	 Installation

5.	 Align the core module.

6.	 Attach the core module.

7.	 Fit the magnetic faceplate.

6.1 	 ENTRAsys+ FD
NOTE
The fastening screws provided are self-tapping 
screws. 

36

56

min. R3 (4x)

min. 30 

60 - 68

Ø 2,8 (2x)

1.	 Prepare the recess for the core module.

2.	 Drill the holes for mounting.

3.	 Remove the sticker with the reset code and place it in 
a safe, protected location indoors. 

4.	 Insert the core module.
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6.	 Installation

5.	 Assemble in reverse order.

6.2 	 ENTRAsys+ AP

1.	 Remove the magnetic faceplate

2.	 Unscrew the two middle screws.

3.	 Lift off the upper housing section including the core 
module. Pay attention to the cables (do not disconnect 
the core module from the batteries). 

100

4.	 Drill the holes and attach the bottom housing section 
with suitable mounting material.
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6.	 Installation

6.4 	 Installing the ENTRAsys+ RX 
NOTE
A separate installation and operating manual 
and a wiring diagram showing the example of 
connection to a house door are enclosed with 
the radio receiver ENTRAsys+ RX. 

Installation instructions and wiring diagrams are available 
in the download area: 

som4.me/man

6.5 	 Electrical connection

NOTE
This description of the electrical connection 
applies exclusively to the variants ENTRAsys+ 
FD and ENTRAsys+ UP. 

+ -

12 V AC / 8 - 24 V DC

6.3 	 ENTRAsys+ UP
NOTE
The following description assumes that a 
flush-mounted box is already installed.

1.	 Position the housing frame flush on the flush-mounted 
box and hold it in position or fasten it provisionally.

2.	 Insert the core module and attach it with the screws 
provided.

3.	 Fit the magnetic faceplate.
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7.3 	 The control element

5
1

3

24
0303

                                      

6

No. Description

1 Display

2 Yellow LED

3 Scanning area

4 Red LED

5 Green LED

6 Power button (only on variant ENTRAsys+ AP)

7.	 Operation
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7.4 	 Finger movements for operation
The ENTRAsys+ is operated by moving your finger in one 
of two ways:

1.	 Swipe vertically to select menu items or values.
	⇒ Vertical swiping movement with your fingertip

2.	 Press lightly on the scanning area with your fin-
gertip to confirm your selection.
	⇒ The display will start to blink.
	⇒ Selection was successful when the display goes 
dark. Keep your finger on the scanning area until 
this happens.

7.	 Operation
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7.5 	 Menu overview

Function Menu level Function Menu level

1 2 3 1 2 3

Technical Initial 
Operation*

t it i
Send delayed

SdSd 0101

Learn User
LULU  U U

Light**
LILI ON/ON/OFFOFF

Learn Extended
LELE LL0101 CC0101

Heating**
HEHE ON/ON/OFFOFF

Learn Admin
LALA AA

AC
ACAC ON/ON/OFFOFF

Delete
dd dd0101

Exit
EE

Delete all
dada

* Only available if no administrator has been programmed yet.

** This function is not available on the battery-operated models.

7.	 Operation
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7.	 Operation

7.6 	 Overview of the menu

Display 
Level 1 Meaning Function Special features

TI Technical initial 
operation Factory start-up (only for installers) •	 Function is only available until an administra-

tor has been programmed

A Admin Prompt to programme a first administrator dur-
ing initial operation.

•	 This administrator cannot be deleted using 
"Delete", but only by entering the reset code.

LU Learn User Programme a new user to the next free memory 
location on radio channel 1 

LE Learn Extended Assign a specific radio channel / memory loca-
tion to a new user

LA Learn Admin Programme a further administrator (A2 - A9)

d Delete Delete specific individual users / administrators

dA Delete all Delete entire memory (reset to factory settings)

Sd Send delayed Delay transmission of a command until expiry of 
a period of time selected here

•	 Setting range: 1 - 15 s

•	 Factory setting: Disabled (0 s)

•	 Progress is displayed via LED countdown
Li Light Helps you to see the scanning area in the dark •	 Not available on battery-operated models

HE Heating Ensures operation even at low temperatures •	 Not available on battery-operated models

AC Access Control Sends a command to a separate receiver in the 
event of an unauthorised attempt to gain access

•	 Can be used, for example, to activate an 
alarm system 

E Exit Closes the menu

P Reset code Enables the menu without the fingerprint of an 
administrator •	 Cannot be changed

23 Software version Info on software version








